15 kWaso Hz/18 kWeso He
Sound Leve!l @ 30 feet: 85 dB{A)

Biomass Consumption: 1.2 ke/kWh, 2.5 lbs/kWh
Rur Time per Hopper Fill: | 5kW: 10brs

approximate @ 10 KW S hrs
250 kg/m? fuel density 5 KW: 3 hirs

Cobtinuous Power Rating:

Max. Continuous Operation:  >12 hours
Start Up Time: 10-20 min.

Ambient Temperature: 5-40°C/40-1007F
Hurmidity: 5-95% RH
Instalied Foolprint: 136x138m
without ash vessel of grid tie 53 5% 53 5 inches
Site Requirements: Well-Ventilated

protected from rain & direct sun

Size: 12240 mm/05-15in.
Moisture Content: 10-30% dry basis
Approved and Tested Walnut shells

w/ rormal operating procedures Sefrunnd Chine {sg Fir Pine)

Hardwood Chips lee Usk Ashy

Approved and Tested Corn Cobs
w/ increased operating effort Coconut Shells
The Power Pallet is a renswabie power s fon that is a sey Palm Kernel Shells
answer 1o a ot ;;]():I)%}Ii &} Not f-\pproved Coal
dangerous & voids warranty Tires
Plastic
Municipal Solid Waste

APUs unigue palenie:

Dimensions: P20 Crated 1455145 x 140 em/57 x 57 x 54 in.
Hopper - Urated  83x 83114 cm/33 x 33x45in

Weight: PP20 - Crated 700 kg/1550 Ibs.
Hopper - Cratad 91 kg/200 Ibs.

don. s compact and p 2, iy transpo

sick s and wh

$0.40 - $0.75/kWh
Gasoline 50.50 - 51.00/kWh

Gasified Biomass $0.00 - 50.20/kWh

All sped nge without

ED_005952_00000577-00001
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Type: APL V5 Patented

Thermally integrated Downdratt
Materials: 304 55/310 SS/

321 88/mild steel
Hearth: Coated Ceramic

Ash Removal:

Automated
12 hour batch vessel

Fuel Feed:

Aitomated

Hopper Capacity:

0.33 m?/88 gallons

Hopper Filling:

Batch - refill while operating

Min. Maintenance Cycle:

~ 12 hours

Control System:

On-Board Automation

Type: GM Vorlec
Displacement: 3.0 liter
Compression Ratio: 10.25:1

RPM:

1500@s50 Hz 1800@s0 Hz

Valve Configuration:

Overhead, Pushrod

Engine Block/Cyl. Head:

Cast lron w/ exh. valve inserts

lgnition:

Solidstate Distributor

Spark Timing:

Fixed

Lube Ol Capacity:

5 guarts - including filter

Coolant Capacity:

11.4 1, 12 gts - incl. radiator

Auto Shutdown:

Low Uil Pressure
High Coolant Temperature

Starter:

Reduction Gear PG-260L

Charging System:

Delco-Remy 751 {70 A)

System Yoltage:

12vDC

Recommended Batt thery:

75Ah, 850 CCA Marine

Battery Footprint:

250 x 300 mm/10x 12 in.

Speed Control:

Electronic Governor
Woodward | -Serigs

Oxygen Sensor:

Bosch Wide Band

Tvpe:

Mecc Alte NPE32-E/4 12 wite

AVR:

Mecc Alte DSR

Available Volteges:

190-277, 380-480 W AC

Available Topologies:

Series Delta/Star, Parallel Delta

Total Harmonic Distortion:

<59%

Genset Starting:

Manual Handover

Maximum Step L oad:

50% of rated power

Al sped

tor change without notice




